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Heathkit WA-A1 
Williamson-type Amplifier

E asily  t h e  most economical way to ob
tain a high quality amplifier, the 
Heathkit WA-A1 main amplifier and 

power supply in combination with the WA- 
P1 preamplifier measures up to the per
formance requirements for a satisfactory 
home system.

The complete amplifier includes a con
trol unit and preamplifier which is 2% in. 
high, 10)4 in- wide, and 7)4 in. deep and 
which connects to the main amplifier by two 
cables—one which provides plate and fila
ment power as well as the a.c. leads to the 
power switch, while the other is a co-axial 
lead for the signal. The preamplifier uti
lizes the two halves of a 12AX7 or 12AY7 
in a conventional equalized feedback ar
rangement with two turnover frequencies— 
400 and 800 cps, labeled on the control panel 
as LP and 78 respectively. The second tube 
in the control unit provides sufficient gain 
for the tone controls.

A total of five controls are employed— 
turnover frequency for magnetic pickups, 
a selector switch with three positions (mag 
netic, crystal, and radio), a volume control 
combined w ith the a.c. sw itch, and separate 
bass and treble tone controls. The amplifier 
is supplied in kit form, and requires some

Response and distortion curves for the Heathkit Williamson type amplifier (left) and the com
plete schematic of the three sections (below) Note a.c. outlets on both preamp and power 

supply to provide for tuner and phonograph turntable.

where around four to six hours to assemble.
The selector sw itch is so arranged as to 

short out the radio and crystal inputs when 
playing records with a magnetic pickup, 
thus silencing the tuner completely without 
any further switching. Bass and treble tone 
controls are non-interacting, and the curves 
provided work out well from the listening 
standpoint.

The power supply and the main amplifier 
are on similar chassis, 5)4x11, and the 
maximum height is 7 in. The output trans 
former is a special unit made by Peerless 
for this application, and the power trans
former and filter choke are both Chicago 
Transformer products. The circuit of the 
main amplifier is essentially identical with 
the now-famous Musician’s Amplifier, first 
introduced in 7E in No\ ember 1949.

S ICN A L  INPUT VOLTACES 
for 1 -w a tt  output

( 1 0 0 0  cps, vo lum e control m axim um , tone 
contro ls “ flat.” )

I n p u t V o l t a g a

Mag PU, 78 .0024
Mag. PU, LP .0028
Crystal .08
Radio .08
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